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Compressed Air Filtration

Oil/water separator
for compressed air condensate
  ultra  lter International®   UFA-AC

ultra  lter International® 

 Puri  cation unit for the separation of compressed
  air  condensate  and condensates with dif  cult
 separation characteristics (e.g. stable emulsions) via 
 cross-  ow  ltration 

 Ph sical separation principle guarantees  residual 
 oil content of < 5 mg/l in water

 Intelligent control concept with programmable 
 controller for safe unit operation inclusive indication
  via text displa . Malfunction monitoring via alarm
  messages with potential free contacts and optional
  external network connection

 Optimi ed cleaning b  comparing of input/ output
 extends the cleaning intervals (saving of operating
 costs)
  High thermic and chemical resistant ceramic
 membrane with long service life

 Frost protection with integrated heater
 High- ualit  corrosion resistant materials for

  vessels  pipings  pumps  sealings and valves

INDUSTRIES

 Surface  nishing

 Machine building industr  and 
 plant engineering / construction

 Chemical industr
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PRODUCT DESCRIPTION

Technical Data Sheet

UFA-ACCompressed Air Filtration

Filtrate ualit
The physical separation principle guarantees a 
 ltrate uality o  less than  g  to resi ual oil
content easure  acc    in ater  

hich is usually lo er than the li it alue legally 
prescri e

Function
 pressure relie  cha er 1  separates con ensate 

an  e pan ing air  The con ensate then passes a 
se i entation co part ent 3   easy to re o e 
an  there ore easy to clean  n or er to get a a i

u  separation  ree oil is pre aturely reroute  ia 
an o er  o  2  into a can 16  T o coalescence 
 lter 4  re uce the oil content o  the con ensate 
again  e ore it is  ltere  o  a ter u ering in an 
internal tan  in the actual process essel 9

il an  ater are apart  ltere  ue to their i er
ent olecule si es  i e  oil olecules are hel  ac  

ater olecules pass the  ltration o ule 11  
o prepare  con ensate can e intro uce  ithout 

urther proce ures into the pu lic se er net

Maintenance
e aining aintenance or  is e ptying the oil 

reser oir an  the re  ll o  the cleaner  ll other e
pirations ere auto ate  y the intelligent control  
The  isplay in icates clear te t in or ation

y the constant easure ent o  the current con
ensate entry the plant auto atically a apts seaso

nal  pro uction  or ti e o  ay con itione   uctu
ations  The ost econo ical regeneration ti e o  
the  ltration o ule is eter ine  y an align ent 
o  the con ensate T ith the  ltrate T T  
The operating costs o  the plant are ini i e  y 
the intelligent control

T pical applications for the oil/ water 
sparators UFA-AC are:

o erate subtropically tropically

 Compressors for Compressed Air:
 uri  cation o  air co pressor con ensate is 
 particularly use  ith i  culty separable 
 con ensate  e g  an e ulsion  
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PRODUCT SPECIFICATIONS

UFA-ACCompressed Air Filtration

Features: Bene  ts:
uri  cation unit or the separation o  con ensate 

oil  ater  ia cross  o   ltration
en con ensates ith i  cult separation 

characteristics li e stable e ulsions can be 
separate  ery e  ciently  resi ual content o  ater

  g l  
test  ltration possible at onalson laboratory 
possible on re uest

ntelligent control concept ntelligent controller or sa e unit operation 
inclusi e in ication ia te t isplay  al unction 

onitoring e g  o er  o  an  sensor onitoring  
ia alar  essages ith potential ree contact an  

optional e ternal net or  connection
pti i e  cleaning o paration o  T  T T causes an 

e tension o  the cleaning inter als sa ing o  
operating costs

era ic e brane igh ther ic an  che ical resistant cera ic
e brane ith long ser ice li e an  sa e operation

Frost protection y ecreasing to  a ini u  process te perature 
the heater is s itche  on auto atically  
the e brane is protecte  against ree ing

orrosion resistant aterials ipings an  pu p housings a e o  stainless 
steel  essels a e o  che ical resistant poly ers  
sealings a e o  high resistant iton

ptions n e an  the unit can be supplie  ith 
reasonable options li e hea er tan s  catch pans  
oil resistant  oat s itches  net or  o ules  
urther rost protection heaters

Materials:
Vessel  recyclable
Filter  e ister oa

e brane era ic
ings  sealing V T

rocess pu p tainless steel
Val e bloc lu iniu

ll sealings a e o  V T nly V T  guarantees highest possible sa ety or 
con ensate ith its arious ingre ients

onsu ption aterial i erent cleaning agents
Temperatures:

perating te perature  up to 
range o  the e brane  up to 
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UFA-ACCompressed Air Filtration

PRODUCT SPECIFICATIONS

 relate  to  bar abs  an    at inta e o  co pressor an   bar g  an    inlet te perature

EXAMPLE OF A COMPLETE INSTALLATION

TYPE Output* 
(l/h)

Compressor Performance
(kW)

UFA-AC max Continental Climate Tropical Climate

Technical Data Sheet
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DIMENSIONS

Technical Data Sheet

UFA-AC Compressed Air Filtration

T pe Measurements Volume Electrical 
performance*

UFA-AC
A B C D G Housing a

mm mm mm mm mm iter kW

    V   H  alternati ely    V   H  a ailable

V   co presse  air   in    bar  
     at  lter
V    ltrate      in al e block
V   ater      in al e block
V   concentrate      in al e block
V   cleaning agent     in al e block
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ub ect to technical change ithout prior notice

UFA-ACCompressed Air Filtration

Technical Data Sheet

CATCH PANS (OPTION)

To the o er  o  protection o  the unit or a 
hea er tank  legally prescribe

Art. no. T pe Dimensions
mm

Gewicht Volume

UFS-SP A B C D E F kg l

0008 /0016
0032 / 0064

0096
0128
0192
0256
1100
1650

 ithout gri


